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TDS(Technical Data Sheet)

TGIC(TRIGLYCIDYL ISOCYANURATE)

Description TGIC is excellent curing and crosslinking agent for polyester based powder
coatings, electrical insulation materials, printed circuit board and photo
solder resist.

specifications Item Specifications
APPEARANCE WHITE GRANULE
CHLORINE CONTENT 0.6％MAX
MELTING RANGE 90～125℃
EPOXY EQUIVALENT 110MAX
EPCH CONTENT 300PPM MAX
WATER SOLUBILITY NO IMPURITY
PARTICLE SIZE 10～32MESH
FUSING TEST CLEAR﹠COLORLESS

Applications the normal grade (TGIC-GA) is used widely in powder coating

Physical
properties

Material
Safety Policy
Handling and
Storage

Molecular Formula:C12H15N3O6
Molecular Weight: 297g/mol
CAS Number: 2451-62-9
Decomposition Temperature:160 ℃

Density： 1.42-1.46g/cc(at 23℃ )
Viscosity： 100cps(120℃)
Solubility: 9 g/l (25℃)

MSDS

I. TGIC should be stored in close container and the storage temperature
should be less than 30 degrees.
II. It should prevent from contacting eyes, skin and clothes, etc. In the
operation, anti-seepage glove and preventive glass should be worn. Once
skin contacts TGIC, the skin should use lots of soap water to clean at
once; if eye contacts TGIC, the eye should use clear water to clean for
more than 15 minutes or go to hospital for cure
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