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Leveling Agent GLP100 

I Description 

GLP100 is an amide-modified polyether oligomer. It is a high-performance flow and leveling agent in clear powder 

coatings. It not only can solve the problem of craters and orange peel, but also provides superior gloss and DOI, 

as well as superior clarity, good adhesion properties and excellent slip in powder coatings. 

It can be applied in all kinds of powder coatings, including UV and PU. 

II Technical data 

GLP100 Test Method Specification 

Appearance Visualization White or pale-yellow granules/powder 

Active Ingredient GB/T 7531-2008 100% 

Solid Content GB/T 1725-2007 99.0%min 

III Application 

1 GLP100 can reduce film surface tension, eliminate fish eyes and craters and hence improve flow effect. 

2 GLP100 can also enhance the wetting for substrate, lessen orange peels, and provide super DOI. 

3 Compatibility test is recommended before scale using. 

4 Dosage of GLP100 is 0.7~2%. Pre-blend with other ingredients and extrude them together. 

IV Package, Storage & Handling 

Available in polyethylene-lined, multi-ply paper Drums, N.W.10KGS/Drum.  

Keep in the cool and dry place. Keep away from fire and heat.  

Shelf life is one year since production date. Seal the package well after using. 

Refer to the MSDS for further information. 
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