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Leveling Agent GLP1200 Series

Description

GLP1200 Series leveling agents are based on modified polyacrylate with silica carrier. They are developed
specially to correct surface imperfection, such as craters, pinholes and fish-eyes They provide excellent leveling
performance and high DOI (Distinctness of Image).

GLP1200 series may be applied in all types of powder coatings.

Technical data

Specification Appearance Active Ingredient Solid Content Dosage
Test Method Visualization GB/T 7531-2008 GB/T 1725-2007 \
GLP1200 0.3~1.0%wt
GLP1201
White free flow
GLP1202 65%min 98.0%min
powder 0.5~1.5%wt
GLP1203
GLP1204
Application

GLP1200 series help to reduce film surface tension, and eliminate pinholes and eye-fishes effectively.

GLP1200 series have good wettability for the substrates and provide high film DOI.

GLP1200 series contain no silicone, and have no interference and don’t impact on recoating adhesion.

As free flowing powder, they are easily incorporated into powder coatings formulation by standard blending

operation and homogenized with resin and other components to form a uniform system.

Package, Storage & Handling
Available in polyethylene-lined, multi-ply paper bags, N.W.20KGS/Bag, 600KGS/PLT, 12.0MT/20# FCL.
Keep in the cool and dry place. Keep away from fire and heat.
Shelf life is one year since production date. Seal the package well after using.

Refer to the MSDS for further information.
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